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Product ς Foto Description Price  

 

-  
1 pc Bugwiper for right/ left side adjustable to any 

type of glider, self-adjusting to profile during flight, 
aerodynamically formed, made out of fibre rein-
forced plastics of high strength, comprising  
cleaning filaments, 

2 pc tilting parts with mounting screws 
Adjusting instructions, adjusting-Instruction for  
fitting a new wiper. 
 

From lower to upper attachment of retrieval cable.  
 

Retrieval line underneath of the wing: 
All Antares, all DG`s, all Schempp-Hirth-gliders,  
all LS-gliders, SZD55, Jantar, Kestrel, Libelle, PIK20, 
Hornet, HpH-gliders, Jonker 
 

Retrieval line on top of the wing: 
EB28, EB29, all Schleicher-gliders 
 

In case of order please inform us which type of 
BWS Flexi-Bugwiper your need for your glider. 
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Productς Foto 
Not true to scale 

Description Price 

E-Motor with casing 

 
E-Motor without casing 

 

 

 

 

 

 

 
New: 
Removable reels 
 

  
New: 
Fastening of the re-
trieval line is swivel-
ling 

 
 

 
-  

 

For operation with electric winches, complete set with 
removable reels, with or without casing 
(without casing for ex.: DG 80x/x)  
 

 
2 pcs electric winches with removable reels left /right 

Box-size: 
Length 151,6mm,  
Width 72mm,  
Height 56,7mm, 

2 pcs BWS Flexi-Bugwiper left /right  
(made out of fibre reinforced plastics  
with cleaning filaments,  
2pcs tilting parts, 4pcs screws for fixing the tilting part,  
Instructions, 

1 set of electric cables for the power supply, with connectors, 
1 pc fuse / main switch 10A, 
1,5 m unplasticized PVC tube  

(guide for the retrieval line), 
1 pc control box with 2 toggle switches (optional: a second con-

trol box for double seaters) or 2 toggle-switch-circuit-board 
without box for mounting on instrument or  
side panel, 

X m retrieval line, Dyneema (47 kp), 
2 pcs flat cables for connecting control box with the winches 

ca.2,5m, 
2 pcs plastic outlet tubes  

(for line outlet at the fuselage), 
6 pcs adhesive fixing parts for the cables and PVC tube, 
1 m coated steel cable 0,5mm for slipping the Dyneema line into 

the PVC tube (bowden guide line), 
1 pc. Manual. 
 

Please note: 
In case of order please inform us which type of 2 toggle switch-
es you need for your glider.  
Samples of 2-toggle-switches you will find below. 
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